


Flow capacity parameters
DN(mm)

Max flow area

Nets circulation area
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Main parts and materials

Parts 
Dielectric materials for oxygen

Material
Valve valve cover caps

Graphite
Graphite

The main technical parameters and performance indicators
Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)
Leakage

Temperature-Pressure Rating

Dimensions

Path Taken Over
By Warm Water

Electric actuator matching and performance indicators

Main dimensions

DN(mm)
Actuator Model

Stroke
Thrust

Full stroke time
Input Signal

Power Supply
Basic error
Backlash

Stroke deviationConnection Type
Flange:FM  RJ
Standard:JB79 GB9113
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Flow capacity parameters
DN(mm)

Max flow area

Nets circulation area
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Best decompression ratio 0.6

DN(mm)
Actuator Model

Stroke
Thrust

Full stroke time
Input Signal

Power Supply
Basic error
Backlash

Stroke deviation

Electric actuator matching and performance indicators

Nominal Pressure(Mpa)
Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)
Leakage

Temperature-Pressure Rating

The main technical parameters and performance indicators

Main parts and materials Dielectric materials for oxygen

Main dimensions
Dimensions

Path Taken Over
By Warm Water

Connection Type
Flange:FM  RJ
Standard:JB79 GB9113

DN

Parts
Valve valve cover caps

Seat valve disc
Valve shade

Valve Fragment
Valve staff
Spacer

Packing
Bolt
Nut

Material
WCB
304
304
304

38CrMoAIA
Graphite/Cr18Ni9

Graphite
35CrMoA

45

Shell test not include diaphragm and cover

0.5%QMAX
ANSI B16.34
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DN(mm)
Actuator Model

Stroke
Thrust

Full stroke time
Input Signal

Power Supply
Basic error
Backlash

Stroke deviation

Electric actuator matching and performance indicators

Dimension Dimension

Nominal Pressure(Mpa)
Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)
Leakage

Temperature-Pressure Rating

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Main parts and materials Dielectric materials for oxygen

Parts Material
Valve valve cover caps

Graphite/Cr18Ni9

Graphite

Connection Type

Standard:JB79 GB9113
Flange:RF FM RJ

Main connection size

Best decompression ratio 0.6
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DN(mm)
Actuator Model

Stroke
Thrust

Full stroke time
Input Signal

Power Supply
Basic error
Backlash

Stroke deviation

Electric actuator matching and performance indicators

Main connection size

Nominal Pressure(Mpa)
Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)
Leakage

Temperature-Pressure Rating

Best decompression ratio 0.6
0.5%QMax
ANSI B16.34

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Material
Valve valve cover caps

Seat valve disc
Valve fragment

Valve Staff
Spacer

Direction case
Packing

Bolt
Nut

Parts
WCB
304

2Cr13
2Cr13

Graphite/Cr18Ni9
2Cr13

Graphite
35CrMoA

45

Main parts and materials Dielectric materials for oxygen

Connection Type

Standard:JB79 GB9113
Flange:RF FM RJ
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Main parts and materials Dielectric materials for oxygen

Valve valve cover caps
Seat valve disc
Valve fragment

Valve Staff
Spacer

Direction case
Packing

Bolt
Nut

Parts Material

WCB
304
2Cr13
2Cr13

Graphite/Cr18Ni9
2Cr13
Graphite

35CrMoA
45

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)

Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Temperature-Pressure Rating

Best decompression ratio 0.6
0.5%QMax

ANSI B16.34

Main connection size

Connection Type

Standard:JB79 GB9113
Flange:RF FM RJ
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CV

Valve valve cover caps

Seat valve disc

Valve fragment

Parts

Main parts and materials Dielectric materials for oxygen

Valve fragment pedestal

Valve staff

Patch

Conditioning Spring

WCB

Materials

H62

H62

2Cr13

2Cr13

NBR

60SiMn2

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage
Temperature

Pressure Deviation
Flow Deviation

Dimensions

Connection: Thread
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Main parts and materials Dielectric materials for oxygen

Valve valve cover caps
Seat valve disc
Valve fragment

Valve Staff

Parts

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage
Temperature

Pressure Deviation
Flow Deviation

Dimensions

DN
Dimensions

Material

Vat case
Piston

O's mould ring
Closely encircle

Patch
Conditioning Spring

WCB
2Cr13
2Cr13
2Cr13

2Cr13/25
2Cr13
NBR
NBR
NBR

60SiMn

Connection type:
Flange:RF  FF
Standard:JB79  GB9113
ANSI B16.5
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Main parts and materials Dielectric materials for oxygen

Parts Material

Valve valve cover caps
Lid at base

Seat valve disc
Bellow pipe

Pad on the bellow pipe
The coushion of the bellow pipe

Guide seat
Main valve spring
Control Spring

WCB

2Cr13
WCB

1Cr18Ni9Ti

2Cr13
2Cr13
2Cr13
50CrVA
60Si2Mn

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Y44H/Y series dimensions

Connection type:
Flange:RF  FF
Standard:JB79  GB9113
ANSI B16.5

Nominal pressure
Shell test pressure
Seal test pressure
Max inlet pressure

Outlet pressure range
Pressure deviation

Flow deviation
Min differential pressure

Leakage
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CV

H1 H

Dimensions

Main technical parameter

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Pressure Deviation

Flow Deviation

Seal test pressure(Mpa)

1.6
2.4

1.6

1.6

0.03-1.0

GB12246-1989

GB12246-1989

GB12245-1989

Parts Material

Body & Bonnet

Seat

Disc

Stem

Diaphragm

Control spring

WCB

2Cr13

2Cr13

2Cr13

1Cr18Ni9Ti

60Si2Mn

Main parts and materials Dielectric materials for oxygen

Connection type:
Thread
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Flow rate

Main parts and materials Dielectric materials for oxygen

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)

Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Pressure Deviation

Flow Deviation

Min differential pressure

Parts Materials

Valve valve cover caps

Seat valve disc

Vat suit piston

Patch

Guide the valve pedestal 

Primary valve spring

Guide by valve master's spring

Control Spring

WCB

2Cr13

AL-IR bronze

1Cr18Ni9Ti

2Cr13

50CrVA

50CrVA

60Si2Mn

Connection type:

Standard:JB79  GB9113
ANSI B16.5

Flange:RF FM RJ
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Flow rate
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Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage
Temperature

Pressure Deviation
Flow Deviation

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Dimensions

Main parts and materials

Parts Material
Valve valve cover caps

Seat valve disc
Cylinder
Pistons

Piston ring
Introduction stem valve seat

Patch
The main valve spring

Control spring
Gaskets(X/F models)
Introduction valve cover

WCB/FCB
2Cr13/304

25/304
2Cr13/brass alloy

Alloy cast iron
2Cr13/304
1Cr18Ni9Ti

50CrVa
60Si2Mn

Viton/PTFE
25/304

Connection type:
Flange:RF  FF
Standard:JB79  GB9113
ANSI B16.5
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Flow rate

Main parts and materials Dielectric materials for oxygen

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

DN

Dimensions

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Pressure Deviation
Flow Deviation

Min differential pressure

Valve valve cover caps
Seat valve disc

Parts

Vat case

Lives suit
Packing ring

Guide the valve pedestal
Patch

Primary valve spring
Guide by valve master's spring

Control spring

WCB

Material

2Cr13
2Cr13/25

2Cr13/Alloy
Alloy cast iron

2Cr13
1Cr18Ni9TI

50CrVA
50CrVA
60Si2Mn

Connection type:
Thread
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Flow rate
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Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Pressure Deviation
Flow Deviation

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Min differential pressure

Main parts and materials Dielectric materials for oxygen

Valve valve cover caps
Seat valve disc

Vat case

Parts Material

Lives suit
Packing ring

Guide the valve pedestal
Patch

Primary valve spring
Guide by valve master's spring

Control spring

Dimensions

WCB
2Cr13

2Cr13/25
2Cr13/Brass alloy
Cast iron alloy

2Cr13
1Cr18Ni9Ti

50CrVA
50CrVA
60Si2Mn

Connection type:
Flange:RF FM RJ
Standard:JB79 GB9113
ANSI B16.5
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Flow rate

TANA www.tanamachine.com

Topnotch machine co,.Ltd  Tel:+86-0577-67318591



Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Pressure Deviation
Flow Deviation

Min differential pressure

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Main parts and materials Dielectric materials for oxygen

Valve valve cover caps
Seat valve disc

Parts

Patch

Cyclinder

Pistion ring
Introduction stem valve seat

The main valve spring
Guide by valve master's spring

Control spring

Material

WCB
2Cr13

AL-IR bronze alloy

1Cr18Ni9
Alloy cast iron

2Cr13
50CrVA
50CrVA
60Si2Mn

DN DN

Dimensions
Dimensions Dimensions

Connection Type:
Flange:RF FM RJ
Standard:JB79 GB9113
ANSI B16.5
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Flow rate

DN

Dimension

Nominal Pressure(Mpa)

Shell Test Pressure(Mpa)

Seal Test Pressure(Mpa)
Max Inlet Pressure(Mpa)

Outlet Pressure Range(Mpa)

Leakage

Pressure Deviation
Flow Deviation

Min differential pressure

The main technical parameters and performance indicators
Shell test not include diaphragm and cover

Main parts and materials Dielectric materials for oxygen

Parts Material
Valve valve cover caps WCB

Seat valve disc 2Cr13
Cyclinder piston AL-IR bronze alloy

Patch PH15-7MO
Piston ring PPH

Introduction stem valve seat 2Cr13
Main valve spring 50CrVA
Guide main spring 50CrVA

Control Spring 60Si2MN

Connection type:
Thread
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